
EXTINGUISHER, FIRE, DRY CHEM, SELF-CONTAINED 

TAMCN:  C47657BA I.D:  07661C NSN:  4210-01-354-9893 

 

Functional Description 

The Dry Chemical, Self-Contained Fire Extinguisher is a Twin Agent Fire Extinguisher that is skid mounted and 
easily relocated when necessary.  The auxiliary cart hose adds an additional 150 feet of hose to the system.  
The Dry Chemical, Self-Contained Fire Extinguisher is designed and constructed to be effective in fighting 
fires generated by hydrocarbon fuels.  The Dry Chemical, Self-Contained Fire Extinguisher is intended for use 
in providing fire protection to the TAFDS and the AAFS.   

Technical Description 

Information    

Manufacturer: Fire Combat INC.   

Model: 08128   

Shipping Dimensions  Operating Dimensions  

Base Unit  Base Unit  

Length (in): 95.0 Length (in): 96.0 

Width (in): 48.0 Width (in): 77.5 

Height (in): 51.0 Height (in): 47.4 

Weight (lbs): 1,880.0 Weight, with fuel (lbs): 3,190.0 

Square (ft2)/Cube 
(ft3): 

31.6/134.6 Square (ft2)/Cube (ft3): 31.6/134.6 

Remote Hose Cart  Remote Hose Cart  

Length (in): 48.0 Length (in): 48.0 

Width (in): 45.0 Width (in): 45.0 

Height (in): 59.0 Height (in): 59.0 

Weight (lbs): 455.0 Weight (lbs): 455.0 

Square (ft2)/Cube 
(ft3): 

15.0/73.8 Square (ft2)/Cube (ft3): 15.0/73.8 

Associated TAMCNs:  B06757B, Tactical Airfield Fuel Dispensing Systems (TAFDS); B06857B, Amphibious 
Assault Fuel System (AAFS).   

Transportability:  Treat as cargo.    

NOTE:  Forklift support is required. 

 


