TM 12359A-0OD/C

PALLET CONTAINER (PALCON)

TAMCN: C4431

ID: 08954B

*ku-_b.k_

NSN: 8115-01-371-3690

Functional Description

The PALCON is a lockable, weatherproof, fiberglass container. Entry is through double doors on one 40
inch side. It contains integral fittings for lifting and restraint, built in handles for hand carrying and
positioning while empty, and a pallet base with four-way tineways allowing convenient storage in
amphibious ships. In the optional (A/R) storage bin configuration, the PALCON accommodates six inserts
or 12 half-length size inserts, which are guided and supported by a pallet container rack. The PALCON is
stackable to three high at maximum gross weight.

Technical Description

Unit
Manufacturer:
Model:

Power Req.

Alternate Models

Replaced Items

Transportability

Dimensions

Plastics Research Corp Length (in): 48
102440 Width (in): 40
Height (in): 41
N/A Weight (Ib): 120
Volume (ft°): 455

Capacity
Square gft‘): 13.3
Cube (ft%): 46.5
Stowage (ft°): 46.5

N/A

The PALCON will replace existing wooden boxes made by PP&P which are used
to stow and transport organizational property and consumable supplies.

The system shall be transportable by highway (truck), rail, sealift, landing craft
airlift, and helicopter lift modes as specified in MIL-STD-1366C. Lifting and tie
down provisions shall be as specified in MIL-STD-209H. The systems shall
withstand a rail impact test, as specified in MIL-STD-810E.
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