TM 12359A-0OD/C

QUADRUPLE CONTAINER (QUADCON)

TAMCN: C4433

ID: 08955C

I

NSN: 8115-01-474-7089

Functional Description

The QUADCON is an ISO certified steel container. Entry is through double doors on both ends. It has
four-way tine ways for forklift transport. In the optional (A/R) storage bin configuration, the QUADCON
system accommodates 30 inserts or 60 half inserts which are guided and supported by a QUADCON
rack. It can also accommodate the Small Items Storage Container (SISC). The QUADCON system has
ISO corner fittings to facilitate handling, restraint, and coupling with the connector to form arrays of two
(pair) or four (quad).

Technical Description

Unit Dimensions
Manufacturer: (1) CMCI Length (in): 57
(2) SeaBox Width (in): 96
Height (in): 80
Model: (1) CMCI115A Weight (Ibs): 1,764
(2) SB812M
Power Req. N/A Capacity
Square (ft*): 38
Cube (ft°): 260
Stowage (ft°): 260

NOTE: Maximum weight loaded is 11,200Ibs.
Alternate Models  (2) NSN: 8145-01-556-1313 TAMCN: C4433 ID: 11484A

Replaced ltems The QUADCON will replace existing wooden boxes. These boxes are used to

stow and transport organizational property and consumable supplies.

Transportability The system has undergone transportability requirements as defined in MIL-STD-
1366D for helicopter lift modes, MIL-STD-209J for lifting and tie down
provisions, and MIL-STD-810E notice 3 for rail impact tests.
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