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POWER DISTRIBUTION SYSTEM, FFSS BUS DUCT 

TAMCN:  C0200 

ID:  11060A 

NSN:  6110-01-522-3067 

Functional Description 
 
The Field Food Service System Bus Duct (FFSSBD) will allow for multiple configurations; two 60kW, 
three 60kW, one 100kW, or two 100kW, 120/208, 3-phase, 60Hz generators, to power the Marine Rapid 
Deployment Kitchen (MRDK), Field Sanitation Unit (FSU), and Refrigerator Box (REEFER).  Each 
FFSSBD is completely self-contained in a weather resistant enclosure and is capable of distributing 
power from generators configured for 120/208VAC.  The FFSSBD is configured so that loads and/or 
generators may be safely added and removed without disrupting power.  The FFSSBD does not 
automatically synchronize generator inputs.  Synchronization must be accomplished by the generator 
sets. 
 
Technical Description 
       
 Panel   Dimensions   
 Manufacturer: EPE Company  Length (in): 44  
 Model: 03-1172A  Width (in): 35  
 Voltage (Volts): 120/208  Height (in): 32  
 Frequency (Hz): 60  Weight (lbs): 243  
 Phase: 3  Volume (ft3): 28.5  
       
 Circuit Breakers      
 MRDK: 600AF, 600A   
 FSU: 400AF, 250A  
 AUX 60kW: 400AF, 250A  
       
 Connectors     
 Cam-Loc, 5 wire (GWBRB), Male, 3 sets on input.  
 Cam-Loc, 5 wire (GWBRB), Female, 3 sets on output.  
       
Replaced Item No USMC items replaced. 
 
Transportability Forklift Portable. 

 


