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BRIDGE ERECTION BOAT (BEB)
TAMCN: B0114

DESCRIPTION AND FUNCTION
The Bridge Erection Boat (BEB) is an aluminum-hulled, twin-diesel, twin jet workboat, which supports bridg-

ing operations. The BEB is designed to provide propulsion and maneuvering thrust to the Standard Ribbon
Bridge (SRB) and Improved Ribbon Bridge (IRB). The BEB can be transported, launched, and retrieved with an
improved boat cradle (IBC) or BEB launcher.

OPERATING AND SHIPPING DATA

Replaced Item(s) Bridge Erection Boat MK 2

Transportability Improved Boat Cradle or BEB Launcher. MK18 LVS rear body unit

Associated TAMCN(s) IRB - B0155; Rafting Set: B1625

National Stock Number/ID Number

1940-01-526-7164 10020C

Operating Mode Shipping Mode
Weight: 10,000 lb (no fuel) Weight: 10,000 lb
Width: 98.0 in. (248.92 cm) Width: 98.0 in. (249 cm)
Length: 315.0 in. (800.1 cm) Length: 315.0 in. (800.1 cm)
Height: 184.0 in. (467.36 cm)

(with mast up)
Height: 103.0 in. (261.62 cm)

(with mast down, cabin
on, measured to top of

cabin spotlight)
Cube: 3,287 ft³ (381.3 m³) Cube: 1,251 ft³ (381.30³)
Square Stowage: 215 ft² (65.5 m²) Square Stowage: 215 ft² (65.5 m²)

Capacity
Fuel Consumption per Hour: 9 gph
Lift Capacity: 4,400 lb

Manufacturer Aluminum Chambered
Boats, Inc.
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