SUBJECT: CECOM GROUND PRECAUTIONARY MESSAGE (GPM) (CECOM 

GPM-03-003); 3KW TACTICAL QUIET GENERATOR (TQG) SET:  MEP-831A,  

NSN 6115-01-285-3012; MEP-832A, NSN  6115-01-287-2431; AN/MJQ-42 NSN 6115-

01-322-8583; AND AN/MJQ-43, NSN 6115-01-322-8582.

*******************************************************************

*


    WARNING                                     *

*  IF ACTIONS SPECIFIED IN THIS MESSAGE ARE NOT IMPLEMENTED       *

*  SERIOUS PERSONNEL INJURY AND EQUIPMENT DAMAGE COULD            *

*  OCCUR AS A RESULT OF FIRE                                      *

*******************************************************************

DISTRIBUTION: NOTE THIS IS A GPM AND HAS NOT BEEN 

TRANSMITTED TO YOUR SUBORDINATE UNITS.  MACOM COMMANDERS 

WILL IMMEDIATELY RETRANSMIT THIS MESSAGE TO ALL SUBORDINATE 

UNITS, ACTIVITIES, OR ELEMENTS AFFECTED OR CONCERNED. 

RETRANSMITTAL SHALL REFERENCE THIS MESSAGE.  MACOM 

COMMANDERS WILL IMMEDIATELY VERIFY AND RETRANSMIT THIS 

MESSAGE TO: 

C:US,O:U.S.Government,OU:DoD,OU:Army,OU:Organizations,

L:CONUS,L:FORT MONMOUTH NJ,OU:CECOM STAFF,OU:SAFETY,

OU:DIR SAFETY MONMOUTH(n). 

1.         REFERENCES.

        A. UNIT AND DIRECT SUPPORT MAINTENANCE REPAIR PARTS AND 

SPECIAL TOOLS LIST FOR 3KW TACTICAL QUIET GENERATOR SETS; ARMY 

TM 9-6115-639-23P, AIR FORCE TO 35C2-3-386-54, MARINE CORPS TM 10155A-

23P/2A.  

        B. OPERATOR'S, UNIT, AND DIRECT SUPPORT MAINTENANCE 

MANUAL FOR 3KW TACTICAL QUIET GENERATOR SET; ARMY TM 9-6115-

639-13, AIR FORCE TO 35C2-3-386-51, MARINE CORPS TM 10155A-13/1.

2.  
PROBLEM DISCUSSION.

    
A. SUMMARY: IT WAS REPORTED THAT THE PULL START ROPE OF 

THE RECOIL STARTER ASSEMBLY (P/N 71480-76820) CUT AWAY SOME OF 

THE COVERING OF THE FUEL HOSE (P/N 88-20579-3) BETWEEN THE 

PRIMARY FUEL PUMP (P/N 98-19749-02) AND FUEL FILTER ASSEMBLY (P/N 

98-19535) .  THIS WOULD EVENTUALLY LEAD TO A HOLE BEING CREATED 

IN THE FUEL HOSE .  NO FUEL LEAKS HAVE BEEN REPORTED, BUT 

LEAKING FUEL FROM THE FUEL HOSE COULD START A FIRE OR CREATE A 

LOCAL ENVIRONMENTAL HAZARD.  (REFER TO FIGURES 1 & 2 IN REF. 1A 

FOR IDENTIFICATION OF PARTS).     

    
B. FINDINGS:  THE AUXILIARY FUEL HOSE (P/N FA1493FFF3000) 

MOUNTED INSIDE THE COMPARTMENT FORCES THE FUEL HOSE TO RUB 

AGAINST THE PULL START ROPE.  IF THE GENERATOR IS FREQUENTLY 

REQUIRED TO BE STARTED MANUALLY, IT WILL EVENTUALLY CAUSE THE 

FUEL HOSE TO BE CUT OPEN. 

        C. ITEMS AFFECTED:  3KW TACTICAL QUIET GENERATOR (TQG) SET:  

MEP-831A,  NSN 6115-01-285-3012; MEP-832A, NSN  6115-01-287-2431; AN/MJQ-

42 NSN 6115-01-322-8583; AND AN/MJQ-43, NSN 6115-01-322-8582. 

3. 
USER ACTIONS. 

    
A. REMOVE THE AUXILIARY FUEL HOSE FROM INSIDE THE 

GENERATOR SET PRIOR TO MANUALLY STARTING THE GENERATOR.  

AFTER STARTING, THE AUXILIARY FUEL HOSE SHOULD BE RETURNED TO 

THE SAME LOCATION IF IT IS NOT BEING USED.

        B. INSPECT FUEL TANK AND HOSES, AS REQUIRED BY THE 

PREVENTIVE MAINTENANCE CHECKS AND SERVICES CITED IN TABLE 2-1 

OF REFERENCE 1B.

        C. IF THE FUEL HOSE IS CUT OR DAMAGED, IT MUST BE REPLACED 

PRIOR TO OPERATING THE GENERATOR AGAIN.     

4.
PM/CECOM ACTIONS.  

        A PERMANENT SOLUTION IS BEING INVESTIGATED.  INFORMATION 

WILL BE PROVIDED WHEN AVAILABLE.

5.  
POCS: FOR QUESTIONS REGARDING THIS MESSAGE:

        A. TECHNICAL POINT OF CONTACT:  MR. MIKE PAYNE, PM MEP, DSN 

654-3175, CML(703)704-3175;  MILNET ADDRESS: 

MIKE.PAYNE@PM-MEP.ARMY.MIL

        B. LOGISTICS POINT OF CONTACT:  MR. GREG YOULL, CECOM LRC, 

DSN 992-4748, CML (732)532-4748; MILNET ADDRESS: 

DONDALD.YOULL@MAIL1.MONMOUTH.ARMY.MIL

        C. READINESS POINT OF CONTACT:  BOB KEA, CECOM READINESS, 

DSN 992-0872, CML (732)532-0872; MILNET ADDRESS: 

BOBBY.KEA@MAIL1.MONMOUTH.ARMY.MIL

        D. SAFETY POINT OF CONTACT:  STEVE CHAN, CECOM 

DIRECTORATE FOR SAFETY, DSN 992-0084 EXT. 6413, OR CML 

(732)532-0084 EXT. 6413; MILNET ADDRESS:  

STEVEN.CHAN@MAIL1.MONMOUTH.ARMY.MIL 

6.  THIS MESSAGE HAS BEEN COORDINATED WITH THE CECOM LRC, 

CECOM READINESS AND PM MEP.  

UNCLAS

