
 

MARINE CORPS SYSTEMS COMMAND 

    http://www.marcorsyscom.marines.mil/Portfolios-and-Programs/GCES/PMICE/ 

Overview:  The G-11 & G-12 are cargo parachutes 

used with Heavy Equipment Aerial Delivery 

System (HEADS) and Container Delivery System 

(CDS).  They can be used singularly or in clusters 

of two or more depending upon air delivery load 

weight. 

Features:  100 ft. cargo parachute with 5,000 lbs. 

maximum payload capacity 

 

Components:  Parachute and deployment bag    

 

Approved Acquisition Objective (AAO):   
 

UNIT 
AAO 

G-11 G-12 

I MEF 50 100 

II MEF 50 100 

III MEF 50 100 

MARFORRES 50 100 

MARFORCENT 0 0 

MARFORSOC 0 75 

WRMR 0 0 

DMFA 0 0 

SPT EST 0 0 

TOTAL 200 475 

 

  

G-11 & G-12 CARGO PARACHUTE 

Concept of Distribution:  Organic to Active and 

Reserve Marine Reconnaissance Battalions, Force 

Reconnaissance Companies, and Marine Raider 

Regiments and Battalions.   

 

Fielding Status:  Fielded   

 

Requirements Document:  Marine Requirements 

Oversight Council (MROC) DM 17-2011, 

20110225, Aerial Delivery Initial Capabilities 

Document (ICD) 

Training:  US Army Quartermaster School, Fort 

Lee, VA 

 

Manuals:  TM-10-1670-280-23&P 

 

Supply/Logistics:  
G-11 Cargo Parachute (100 ft. diameter) 

Nomenclature:  PARACHUTE, CARGO 

TAMCN:  C55402F 

ID No:  01377C 

NSN:  1670-01-016-7841 

SAC:  1 

AAC:  D 

IED:  1 Dec 2025 

 

G-12 Cargo Parachute (65 ft. diameter) 

Nomenclature:  PARACHUTE, CARGO 

TAMCN:  C55302F 

ID No:  01173E 

NSN:  1670-01-065-3755 

SAC:  1 

AAC:  D 

IED:  1 Dec 2026 

 

Contact Information:  PM_ICE@usmc.mil 

 April 2018 


